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* dudo" 


Thank you for purchasing our Instruction Manual & Hair Bow Maker! You're on your way to making 
GORGEOUS accessories to fit your style! 


Whether you're planning on just making bows for your little girl or planning to make hair bows as a business, this 
manual will be perfect for you! You will be amazed at how simple the techniques in this manual are to learn! The step 


by step instructions and full color photographs are so easy to follow! 


If you have questions at any time regarding any of these techniques, please let us know! We are here to help you 
succeed in your bow-making and crafting endeavors!! 


~~ Supplies & Tools ~~ 


These are the tools of the trade. Some of them are optional, others are not. If you are going to be 
making bows professionally, | would suggest that you do buy the items that are marked optional. It 
will make your job a lot easier — believe me. © 


v Hair Bow Maker 

v Korker Bow Frame (Optional) -Easy to Make 

v Dowels & Clothes Pins for making Korker Hair Bows 

v Round Elastic Cord (for Korker Hair Bows) 

v Various Widths and Colors of Ribbon 

v Needle & Thread — Use a heavier thread or embroidery 
floss 

v Alligator Clips 

v French Pinch Clips — Various Sizes 

w Scissors — a good pair! 

v  High-Temp Glue Gun with glue sticks 

v Fabric Glue (Optional) = Bi »u — 

v Material Cutting Mat — doesn't have to be expensive f va 
(Optional) 

v Rotary Cutter (Optional) 

v Wood-Burning Tool (Optional) 

v Lighter 

* Fray Check 

v Sewing Machine (for fabric bows and headbands 

v Metal Ruler 
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‘de ~~ Where to Buy Supplies ~~ 


In this section you will find a list of places where you can buy supplies. For all the items 
such as fray check, lighter, ruler, wood burning tool, glue gun, scissors, fabric glue, etc., you 
can simply go to your local Wal-Mart, Michael’s or other craft store. You can even buy 
ribbon at these places, but if you’re looking to make bows professionally, | would suggest 
buying the majority of your ribbon from one or more of the suppliers listed below. 


v The Ribbon Retreat — http://www.theribbonretreat.com — GREAT PRICES! As a "TOTT 
Member" you will be offered special discounts occasionally. Make sure to sign up for the Yahoo 
Group to gain access to these specials. 

J Caroline Creative — http://www.jcarolinecreative.com 

EA Ribbon Bows & Crafts -- http://stores.ebay.com/EA-Ribbon-Bows-and-Crafts 

The Ribbon Garden -- http://stores.ebay.com/The-Ribbon-Garden 

Twice as Nice Ribbons & More -- http://stores.ebay.com/Twice-As-Nice-Ribbons-And-More 
Baby Soup Ribbons & More — http://www.babysoup.com 


‘je ~- Rion Leng roma" 


If you are a beginning bow maker, | would recommend that you cut your ribbon to length 
before making your bows. It will make the ribbon a lot easier to manage. Use this formula 
for Techniques 1 and 3. For Techniques 2, 4, and 6 add an extra 2” per loop to the formula 
below. It’s always better to cut a little extra ribbon than to not have enough. 


«€««€«-€.€ 


(Width of Bow) x (# of Loops + 2.5) ***The extra 2.5 loops is for allowances. 
Example: For a 4" four-loop bow, your formula would be: 4 x (4 + 2.5) = 26" Ribbon 


Other Examples: 


3" 4-Loop Bow = 3 x (442.5) = 19.5" 3 V^" 4-Loop Bow = 3.5 x (442.5) = 22.75" 
3" 6-Loop Bow = 3 x (642.5) = 25.5" 3 1^" 6-Loop Bow = 3.5 x (6+2.5) = 29.75" 
4" 4-Loop Bow = 4 x (442.5) = 26" 4 12" 4-Loop Bow = 4.5 x (442.5) = 29.25" 
4" 6-Loop Bow = 4 x (6+2.5) = 34” 4 12" 6-Loop Bow = 4.5 x (6+2.5) = 38.25" 
5” 4-Loop Bow = 5 x (4+2.5) = 32.5” 5 ¥%” 4-Loop Bow = 5.5 x (6+2.5) = 46.75” 
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Okay, now we're ready to get into the fun stuff! You can use any size ribbon on any 
setting of the Bow Maker. Whether you're layering, stacking, or making funky bows, 
you can use this technique. SUGGESTION: Master this technique before moving 
onto some of the others. 


Oz «S v Ga v * @ * [3 rf S sf [9 àf 2g 


Hair Bow Maker Tip: 

There are two lines on the Hair Bow Maker. The longer line is the center line. The second, 
shorter line is the 4%” line. When you have the Hair Bow Maker in front of you, this line 
should be to the RIGHT of the center line. The first set of holes from the center of the bow 
maker will make a 2" bow. Move each dowel over one and you will have a 3" bow. Move 
each dowel over and you will have a 4" bow, etc. The bow maker will make bows over 6 
inches in width. If you want to make a 2 1/7", 3 12", 4 12". or 5 12" bow, then the dowel on the 
right needs to be moved 77" to the right. For example, if you want a 3 %” bow, then place 
the left dowel in the 2™ hole and the right dowel in the 3 hole. You would use the 27" line 
as the Center Point for this bow. NOTE: If your dowels seem to be a little crooked after 
you've placed the ribbon around them, try to straighten them as much as possible. It 
shouldn't affect the outcome of your bow too much. 


«S, * «SL * O v * dd * A * ®© sf KON a QD 


Get your needle and thread ready (with a knot at the end of the thread) and place 
your dowels in the desired holes. | will be demonstrating this technique on the 4” 
setting of the Bow Maker. 
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. Place the ribbon in front of the dowels at an angle as shown. You need to leave 
approximately 2” of excess ribbon at the right. 


. With your RIGHT hand’s thumb & first finger holding the ribbon at the right and 
your LEFT hand holding the ribbon at the left, take your LEFT hand and take the 
ribbon BEHIND the two dowels. 


. Continuing with the LEFT hand, bring the ribbon in FRONT of the two dowels and 
angle it downward, as shown. FOR A 2-LOOP BOW, GO TO STEP 8. 


| "4 "| | 5 | [6 


. Bring the ribbon straight across the BACK with your LEFT hand. This view is a 
BACK view. While continuing to hold the ribbon with your RIGHT hand, take the 
THIRD FINGER of your RIGHT hand and grab the ribbon that was just brought 
around the back. Let go of the ribbon with your LEFT hand. 


. Bring your LEFT hand to the front and grab the ribbon that is currently being held 
by the RIGHT hand third finger. Bring the ribbon forward, angling it upwards, as 
shown. Hold the ribbon secure to the dowel with your left hand as shown. 


. Let go of the ribbon that is being held with your RIGHT hand. Take your RIGHT 


hand behind the dowels and pull the loose ribbon you were just holding through 
to the back (this will be one of the tails). (See Picture 6 and Picture 6a) 
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7. Sometimes your X form can become a little “scrunched” together. You can use 
your thumbs and fingers (while still keeping a firm hold on the dowels) to widen 
the X. This may take a little practice, but you’ll be a pro in no time! 


8. With your LEFT hand holding the ribbon together in the center, grab your needle 
and thread with your RIGHT hand. With the needle at the back of the bow, bring 
it through the middle of the X form as shown. 


9: To make sure you have the center point, point your needle downwards so that you 
can check it with the center line of the bow maker. Once the center point has 
been reached, pull the needle and thread through until the knot stops at the back. 


10. Take the needle over the top and then under the bottom, as shown. At this point 
you don’t really need to hang onto the actual needle. 


11. Let go of the thread and with your RIGHT hand, turn the top ribbon slightly 
forward as shown and with your LEFT hand first finger, hold it in place. 
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12. 


13. 


14. 


15. 


16. 


Grab the thread again with your RIGHT hand and pull UP (tugging gently). Refer 
to picture. 


Remove the bow from the bow maker by pulling it straight up and off the dowels. 
Bring the thread around the center of the bow one more time and tug gently. 
Don't tug too hard, because we want to shape our bow a little more before 
tightening it permanently. 


With your LEFT hand holding the center of the bow tight, take your RIGHT hand 
and spread out the loops as much as possible. Once the loops are spread out, 
then tighten the thread. Continue taking the thread around the center (tightening 
each time) until there is no more “give”. | usually wrap the thread around the 
center of the bow at least 5 times or more. 


Take up a few stitches at the back of the bow and then cut the thread. 


Trim the tails and seal the ends. (See Pages 109 & 110) Use your fingers to 
fluff up the loops. You can either leave this as a simple boutique bow by adding 
a knotted center and a clip to the back (See Pages 113 & 117), or refer to the 
end of the manual for ideas and suggestions on how to embellish and enhance 
this bow. 
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Ribbon: 5/8” Pink Sheer Ribbon: 3/8” Orange Swiss Dots 
Bow Maker Setting: 2 inch Bow Maker Setting: 2 inch 
Bow Style: Boutique Bow Bow Style: Boutique Bow 


Ribbon: 5/8” Light Yellow Sheer 
Bow Maker Setting: 3 inch 
Bow Style: 2 Boutique Bows put together 
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Examples of Basic Boutique Bows, continued.... 


Bow Maker Setting: 3” 
Technique: Boutique 
Ribbon: 1 %” Black Grosgrain 


Bow Maker Setting: 3” 
Technique: Double Ruffle Fold — 2 Loops 
Ribbon: 1 1%” Pink Double Ruffle 


Bow Maker Setting: 3” 
Technique: Boutique 
Ribbon: 1 1⁄2” Black Sheer 
* Pink Center Knot 


Bow Maker Setting: 4 12" 
Technique: Boutique 
Ribbon: 1 2" Neapolitan Grosgrain 


Bow Maker Setting: 4” 
Technique: Boutique 
Ribbon: 1 1%” Pink Sheer 
*Pink Center Knot 


This cute Princess ribbon came from 
JoAnn's Fabrics. | layered it with 1 12" 


Pn. 
T Pink Grosgrain Ribbon. 


Bow Maker Setting: 3 12" 
Technique: Boutique 
*Pink Center Knot 
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-- side Qu Bon Tehique~ 


This Bow style is called an Inside-Out Bow. It is a little more difficult, but follow the 
pictures and instructions very carefully and you'll do great! TIP: If you find it to be 
too difficult to make all 4 loops at once, then simply make TWO 2-Loop Bows and 
stack them together side by side. 


Get your needle and thread ready (with a knot at the end of the thread) and place 
your dowels in the desired holes. | will be demonstrating this technique on the 4" 
setting of the bow maker, which will make a slightly bigger bow of about 5 inches. 


Note: When making an inside out bow, do not tighten the ribbon around the dowels. 
You'll want to leave it a TINY bit loose. Otherwise the effect of the bow will be ruined 


Y * Ot 


«9, * 43, v 
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1. Place the ribbon in the FRONT of the right dowel and in BACK of the left dowel as 
shown. Make sure there is some excess ribbon to the right. 


2. With your LEFT hand, bring the ribbon around the LEFT dowel towards the center and 
then grab it with your RIGHT hand and twist it up as shown. While your right hand is 
twisting up on the ribbon, hold the middle of the ribbon together with your LEFT hand. 
Remember not to pull too tightly. 


3. With your RIGHT hand, take the ribbon around the back of the RIGHT dowel and then 
continue to the front, this time grabbing with the LEFT hand and twisting it up again in 
the middle as shown. (Hold the middle of the bow together with your RIGHT hand.) 
FOR A 2-LOOP BOW, GO TO STEP 6. 


4. Repeat Step 2. TIP: Use an alligator clip to hold the center of the bow together if 
it's too difficult to hold it together with your fingers. 


5. Repeat Step 3. Take note of what the bow looks like. 


6. With your LEFT hand holding the ribbon together in the center, grab your needle and 
thread with your RIGHT hand. With the needle at the back of the bow, bring it through 
the middle of the bow. To make sure you have the center, point your needle 
downwards so that you can check it with the center line of the bow maker. Once the 
center point has been reached, pull the needle and thread through until the knot stops at 
the back. Take the needle over the top and then under the bottom. At this point you 
don't really need to hang on to the actual needle. Just hang on to the thread. 
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7. Remove the bow from the Bow-Maker by sliding it up over the top of the dowels. The 
bow may relax a little bit, and that’s okay. 


8. With your LEFT hand, bend back the top fold by about a quarter of an inch. DO NOT 
tighten the thread yet. 


9. With your RIGHT hand, bend the bottom three ribbon seams under slightly. 


10. Take the thread all the way around the center of the bow and tighten ONCE. 

11. Shape your bow by spreading out the loops and tighten the thread again. Just keep 
taking the thread around the center of the bow again and again, tightening each time it 
goes around. Continue doing this until you no longer have any “give” to the thread. 


12. Take up a few stitches at the back of the bow and then cut the thread. 


13. Trim the tails and seal the ends (13a). (See Pages 109 & 110) 
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~~ Eval o side Qu Bars 


LAYER 1 

. Layer 1 %” Celadon Grosgrain ribbon with 3/8” Apricot Swiss Dot Ribbon. 
Make an Inside-Out 2-Loop Bow on the 4” setting of the Bow-Maker. 

. Layer 1 %” Celadon Grosgrain ribbon with 3/8" Maize Swiss Dot Ribbon. 
Make an Inside-Out 2-Loop Bow on the 4” setting of the Bow Maker. 

. Attach the 2 previous bows together by placing them in an X form and 
then securing with thread. Turn this bow over. This will be the base of 
our bow. 

LAYER 2 

4. Line 3 different pieces of 7/8” white ribbon with yellow & celadon 3/8” 
ribbon. Make a 4 37" spike bow with these pieces of ribbon. 

LAYER 3 

5. With 7/8" Apricot Polka Dot Ribbon, make a 4 inch Boutique Bow on the 
4" Setting of the Bow-Maker. 

LAYER 4 

6. With 3/8" Celadon Ribbon, make a 2-inch Inside Out Bow (then turn it 
over) on the 2" Setting of the Bow-Maker. 


STACK ALL THE LAYERS TOGETHER AND THEN FINISH IT OFF WITH 
A 3/8" MAIZE DOTS KNOTTED CENTER 
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LAYER 1 

1. Layer 1 ?7" Lime Ribbon with 7/8" Grapevine Ribbon. 

2. Make a 4-Loop Inside Out Bow on the 4” Setting of the Bow-Maker. 

LAYER 2 

3. Line 3 pieces of 7/8" Grosgrain ribbon with 5/8" Lavender Gingham Taffeta. 

4. Make a4 Spike Bow. 

LAYER 3 

5. On the 3” setting of the bow maker, make TWO Side-Loop bows with 7/8" 
Grapevine Ribbon. Secure these bows together with thread. 


STACK ALL THE LAYERS TOGETHER AND THEN FINISH IT OFF WITH 
A KNOTTED CENTER MADE WITH TWO 5/8" PIECES OF LAVENDER 
GINGHAM TAFFETA STACKED TOGETHER. 
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This technique is similar to techniques used by floral arrangers. But, it works great for 
Double Ruffle Ribbon. With this technique, your tails are hidden. 


1 


2 


1. First off, make sure your needle and thread are ready. Then, with the WRONG side of 
the ribbon facing you, place the Double Ruffle Ribbon behind the left dowel as shown. 
With your RIGHT hand, bring the ribbon across the front of the bowmaker. 


2. With your LEFT hand holding the ribbon in center, take your RIGHT hand and take the 
ribbon around and back behind the right dowel, grabbing onto it with your LEFT hand 
third finger. Switch places with your LEFT and RIGHT hands so that your RIGHT hand 
is now holding the ribbon together. FOR A 2-LOOP BOW, GO TO STEP 8. 


3. This part can get tricky, but once you get it, YOU GET IT! With your LEFT hand, twist 
the ribbon around half way as shown (this picture is taken BEHIND the bowmaker). 


Once you've twisted the ribbon, grab onto it with your RIGHT hand first finger (the 
thumb is still in front holding everything tight). 
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4. Now with your LEFT hand, bring the ribbon in FRONT of the left dowel and then back 
BEHIND the left dowel. Grab onto the ribbon at the back with your RIGHT hand third 
finger. NOTE: This loop may be overlapping the bottom loop slightly, but that’s okay 
Once the bow is finished, the loops will spread out nicely. Switch places with your 
hands again so that your LEFT hand is holding the ribbon in the middle tight. 


5. With your RIGHT hand, twist the ribbon at the back (the same way as before). Once 


you've twisted the ribbon & are holding it tight with your LEFT hand, take your RIGHT 


hand and bring the ribbon in FRONT of the right dowel and then around BEHIND the 
right dowel. FOR A 4-LOOP BOW, GO TO STEP 8. 


6. Repeat Step # 4. 


7&/7a. Repeat Step #5 


8. 


With your LEFT hand holding the ribbon together as shown, grab your needle and thread 
with your RIGHT hand. With the needle at the back of the bow, bring it through the 
middle of the bow. To make sure you have the center, point your needle downwards so 
that you can check it with the center line of the bow maker. Once the center point has 
been reached, pull the needle and thread through until the knot stops at the back. 
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9. Take the needle over the top and then under the bottom, as shown. At this point you 
don't really need to hang on to the actual needle. Just hang on to the thread. 


10. With your RIGHT hand 1?' finger, fold the bottom center part of the bow slightly back as 
shown. 


11. Hold it back with your LEFT hand 3" finger. 


12. Pull up with the thread and pull tightly. Remove the bow from the Bow-Maker by pulling 
up and off of the dowels. 


13. Wrap the thread around the middle of the bow a few times and pull tightly. Keep doing 
this until there is no more "give" to the thread. Take up a stitch at the back of the bow 


and then cut the thread. Trim the tails at the back and seal them with your preferred 
method. (See Pages 109 & 110) 


14. Pull all the loops apart and shape the bow. At this point you can add a knotted center 
and put a clip on the back. 
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Ribbon: 7/8” Shock. Pink Ruffle Ribbon: 1 12" Orange Ruffle 
Bow Maker Setting: 2 inch Bow Maker Setting: 3 inch 
Bow Style: Double Ruffle Fold Bow Style: Double Ruffle Fold 


Ribbon: 1 12" Tan Ruffle Layer 1 
Bow Maker Setting: 3 inch Ribbon: 1 %” Black Ruffle 
Bow Style: Double Ruffle Fold Bow Maker Setting: 3 1/2 inch 
Cream rosette glued on top Bow Style: Double Ruffle Fold 
Layer 2 


Ribbon: 7/8” Baby Blue Ruffle 
Bow Maker Setting: 3 inch 
Bow Style Double Ruffle Fold 
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This technique is a little more difficult and not used too often by most Bow Makers. 
Be patient with yourself and you'll have it down in no time! With this technique, you 
should not tighten the ribbon around the dowels. Leave it a bit loose. | will be 
demonstrating this bow on the 4" setting of the Bow Maker. 


1. First of all, make sure you have a needle and thread ready (with a knot at the 
end). Then, place the ribbon in BACK of the right dowel and in FRONT of the left 
dowel as shown. Make sure there is excess ribbon at the right. 

2. With your LEFT hand, take the ribbon around the left dowel and place it in front of 
the back ribbon as shown. (Pay close attention to the how the ribbon comes 
forward.) 

3. With your RIGHT hand, take the ribbon around the right dowel and place it in front 
of the previous ribbon as shown. 
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. With your RIGHT hand, take your needle behind the bow and bring it through the center. 
To ensure you have the exact center, point your needle downward and check it with the 
center line of the Bow Maker. Then, pull the thread all the way through until the knot 
stops at the back. 

. Remove the ribbon from the Bow Maker by pulling it up and over the dowels. Then take 
your thread over the top middle of the bow and tug gently. 

. Take your thread all the way around the bow and pull tightly. 


. Continue to take the thread around the center of the bow until there is no more "give". 
Then, turn the bow over and take up a couple of stitches and cut the thread. Cut and 
seal the ends as desired. 

. Make another bow just like the one you just made. 

. There are two different ways to bring these bows together. You can either stack them 
side by side as shown or, bring one bow on top of the other diagonally, making an X 
form (See 9a). To secure them to each other, simply take up a stitch at the back of one 
of the bows and then take the thread around the center of both bows again and again 
until it is very tight. See the end of the manual for ways to enhance this bow. 


LAYER 1 

1. On the 4” Setting of the Bow Maker, make a Side Loop Bow with 1 12" Red 
Stripe Grosgrain Ribbon. 

LAYER 2 

2. Cut 3 4%” Spikes out of 1 %” Red Polka Dot Grosgrain Ribbon. 

3. Make a Spike Bow. 

LAYER 3 

4. On the 4” Setting of the Bow Maker, make a 4-Loop Double Ruffle Bow with 1 
V2" White Ruffle Ribbon. 

LAYER 4 

5. On the 3" Setting of the Bow Maker, make a 3-inch Boutique Bow with 3/8" Red 
Swiss Dots Ribbon. 


STACK ALL THE LAYERS TOGETHER AND THEN FINISH IT OFF WITH 
A 3/8" SOLID RED KNOTTED CENTER 
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Once mastered, 
this will be a 
FAVORITE! 


PLEASE! PLEASE! PLEASE! Do not attempt this technique until you've mastered at least 2 or 3 
of the techniques above. It is much more difficult and takes a lot more practice. In addition, while 
learning this technique, use ribbon that has a “Right” and a "Wrong" Side. GOOD LUCK!! **| am 
using the 4” Setting on the Bow Maker, which will make about a 5 — 5 %” bow. 


1. SUPPLIES: Ribbon Cut to Size, Needle & Thread, Bow Maker (of course), and an 
alligator clip. If you don't have an alligator clip, you might try using a clothespin. 

2. With the ribbon BEHIND the Bow Maker, take 6" of one of the ends of ribbon and wrap it 
in FRONT of both dowels, leaving approximately 2" of excess ribbon at the right of the 
RIGHT dowel. See Picture. Note how your LEFT hand is holding the ribbon at the back 
as well. 

3. While your LEFT hand is holding the ribbon at the LEFT dowel, take your RIGHT hand 
and angle the tail of the ribbon upward almost VERTICAL. This will naturally cause the 
ribbon to create a wider loop towards the front. For a bigger loop, angle the ribbon even 
more vertically and using either thumb, slide the ribbon downward, while all the while, 
keeping that back ribbon in place with your LEFT hand. 
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4. Itis EXTREMELY helpful at this point to use your alligator clip to hold the center 
together. 

5. With your RIGHT hand, take the ribbon at the back and bring it around the front of the 
RIGHT dowel. 

6. Once again, angle the ribbon UPWARDS, almost VERTICAL and if needed, slide the 
ribbon down slightly to create a wider loop — use your thumb to do this. 


7. Now use the alligator clip to hold both of these loops together. It will be a LIFESAVER 
for you, | PROMISE!! © With your LEFT hand, grab the remaining ribbon and get ready 
for Step £ 8. 

8. Now this part gets INCREDIBLY tricky. Using your LEFT hand, twist the ribbon down 
and towards you just as shown. The wrong side of the ribbon will be touching the bow 


maker. 
9. Now take your LEFT hand and slide it all the way down the ribbon until you get to the 
end. —This part will hopefully make sense as you continue to the next steps. 


~ ~ ~ Continued on Next Page...... 
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10. Take note that the WRONG side of the ribbon is facing towards you. 

11. You may want to use a marker or pen and write a "T" for the TOP and a “B” for the 
BOTTOM to help you with this step. 

12. Now with your LEFT hand hanging on to the end of the ribbon, simply angle the ribbon 
around so that the B is now at the Top and the T is now at the Bottom. You're not 
really twisting the ribbon, just angling it differently. Your left hand will move in a 
counter-clockwise direction — but remember it doesn't TWIST!. 


13. Continuing with your LEFT hand you will thread the end through the ribbon as shown. 

14. Continue to thread it all the way through, finishing the loop on this side. 

15. Take note of what the bow should look like so far. You may need to start over and try 
this step again. And that's totally okay! You'll get it down! 


~ ~ ~ Continued on Next Page...... 
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16. Now with your RIGHT hand, take the ribbon around the FRONT of the right dowel. Please 
note that the WRONG side of the ribbon is towards you at this point. 

17. With your RIGHT hand thumb and first finger, twist the part of the ribbon that is closest to the 
right dowel UPWARDS. The wrong side of the ribbon will now be touching the dowel and the 
right side will be facing you. The bow itself looks kind of funny at this point, but that’s okay. 

18. After you've twisted the ribbon, continue taking the ribbon around the dowel. 


19. Bring the ribbon to the front of the bow and angle the tail downward as shown. Right now the 
loop looks a little funny as you can see. 

20. With your RIGHT hand, take your first finger into the loop and shape it as shown. 

21. Now remove the alligator clip and place the needle through the back of the bow, making sure 
you have the center point, and then pull it all the way through until the knot stops at the back. 


22. Remove the bow from the Bow Maker. You can angle your tails a little more if you would like 
at this point. 

23. Take the thread over the top center of the bow as shown. Please make sure you are keeping 
a very TIGHT hold on the bow so that it doesn't lose its shape. 

24. Move your LEFT hand thumb a little closer to the top of the bow and pull tightly on the thread 
with your RIGHT hand. This will create a very tiny little crease in the top of the bow. Please 
keep in mind that the way the center is pulled together will greatly determine the outcome of 


this bow. 
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25. 


Now bring the thread from the back and take it around the entire center of the bow. 


26. With this step, think about an accordion, or perhaps a paper fan — like the kind you 


27. 


used to make when you were younger by folding paper. That's basically how you need 
to fold the center of your bow. With the THUMBS of both hands on top of the bow and 
your FINGERS of both hands behind the bow, make your creases in the center of the 
bow. It really is just like folding a paper fan. Refer to Picture. Personally, | like to 
tighten the thread a little after each fold or crease. 

This is what the finished center should look like. Wrap the thread around the middle 
until there is no more “give”. Take up a stitch at the back of the bow. Cut your tails & 
finish the ends as desired. Shape your bow. 
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~~ Step by Step BIG Loopy Stacked Bow Instructions ~~ 
“With, Surround! a Bow Instructions" 
Bow Maker Method 


Bs 
eee «ers ni op 
tet.  IMPI 


A 
Esca ar eis. 


LAYER 1 -- Twisted Boutique Bow: Cut 30” of 1 %” ribbon and make a Twisted Boutique Bow on 
the 3” setting of the bow maker. This will give you an approximately 4” finished bow. 


LAYER 2 - SPIKES: Determine how many spikes you would like and cut and seal the ends. | cut 
my spikes for this bow at 5 %”. You can cut yours bigger or smaller — it just depends on how far 
you like them to stick out. 


Make your "Spike" Bow (See Page 119). 


Continued on next page..... 
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Surround-a-Bow Steps: 


WTTTTTTT TITITiIIiiiiiliiiiliiliiiiiiiiiiiiitiiiiiliiililllilllctciGLULULe tte 


1. LAYER 3: SURROUND-A-BOW: Using 3/8” ribbon (or larger if you wish), cut 28” and seal both 
ends. At one end of the ribbon, place a mark with a pencil or pen about 1⁄2” to 34” from the end. 

2. Now place a dot 6 %” from the first mark. Continue in this manner until you’ve made a total of 5 
dots (marks) — which will be enough for 4 loops. There will be excess ribbon at the end, but you 
can just cut this off later. 


The fold we will be using here is the exact same fold as the TWISTED BOUTIQUE. 


3. Using your dots (marks) as reference for loop size, make your fist loop. Your tail needs to be 
facing straight up. 

4. Now make your second loop, using your next dot as a guide. Again, make sure the tail is facing 
up, right directly on top of the other tail. 

5. Use an alligator clip to hold the middle together. Notice how the back ribbon (1) goes straight 
across. Make sure that it is completely straight. 


Continued on next page..... 
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6. Now make your third loop. You need to try and get the back ribbon (2) to lay on top of the other 
back ribbon (1) as much as possible. You can also do this after you’ve removed the bow from 
the bow maker (that’s usually what | do). 

7. Finish off your fourth loop. 

8. Remove the bow from the bow maker. Hold it tightly in place in the middle. Make adjustments 
as necessary. 


9. Take your needle up through the back. Then, take up 4 or 5 more stitches through the middle of 
the bow. Make sure you're getting through all the layers. 

10. This is what it will look like so far. 

11. Now we need to take the thread around the center. You may find that the tail gets in the way. If 
it does, just fold it over to one side. 


P s 13 14 


12.When you're wrapping the thread around the center, don't pull too tightly as the bow will lose its 
shape. 

13. This is a finished "Surround-a-Bow". 

14. Now make 2 more — or however many you want — and stack them on top of each other. Take 
thread around the center to adhere them to each other. 
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15. LAYER 4 - TWISTED BOUTIQUE BOW: Cut 26” of 7/8” ribbon and make a Twisted Boutique 
Bow on the 2 %” setting of the Bow Maker. This will give you an approximately 3 1⁄2” finished 
bow. 

16. Now assemble your bow by starting with the base bow and placing the spikes on top. Adhere 
together by wrapping thread around the center of both bows. Now add the Surround-a-Bows 
and adhere together. This is what it will look like so far. 

17. Add the 7/8" Twisted Boutique Bow and adhere together. 


18. Finish off the bow by adding either a flat center or a knotted center — and don't forget to add 
your clip (barrette). 

19. Add embellishments as desired. If you're adding a button, resin, or other embellishment to the 
center of the bow, it would probably be best to use a flat center vs. a knotted center. 

20. This is what the side looks like. Very full and "fluffy". 


More Examples: 


Strawberry Shortcake 


4” Bow Sizing Guideline 
LAYER 1 
3” Bow Maker Setting 
1 v?" Ribbon, 30" 
Technique: Twisted Boutique 


LAYER 2 
Spikes, 5 1⁄2” to 6" each 


LAYER 3 
3" Bow Maker Setting 
3/8" Ribbon, 28" (Can Use Larger Ribbon) 
Technique: Surround-a-Bow 
Marks -- 6 %” apart 


LAYER 4 
2 1?" Bow Maker Setting 
7/8” Ribbon, 26” 
Technique: Twisted Boutique 


4 1/2” Bow Sizing Guideline 
LAYER 1 
3 1/2" Bow Maker Setting 
1 v?" Ribbon, 34" 
Technique: Twisted Boutique 


LAYER 2 
Spikes, 6" to 6 %” each 


LAYER 3 
3 V?" Bow Maker Setting 
3/8" Ribbon, 32" (Can Use Larger Ribbon) 
Technique: Surround-a-Bow 
Marks — 7" apart 


LAYER 4 
3" Bow Maker Setting 
7/8" Ribbon, 30" 
Technique: Twisted Boutique 


~~ Twisted Boutique 
_ By riand Method : ~~ 


It is certainly no secret that the Twisted Boutique bow is one of the more 
difficult bows to make. But....as so many people say: “Once you get 
it...you get it" And then at that point it will most likely become one of your 
favorites. 


If you're struggling with this technique on the Bow Maker, try this method 
and see if it might work better for you. 


TC S 
"Ribbon n (of course ©) 
*High-Temp Glue Gun 
*Lighter (for sealing the ends) 
*Scissors 

*Needle & Thread 

*Pen or Pencil 

*Ruler or cutting mat 
*Alligator Clip 
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